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(57) ABSTRACT

An intervertebral implant for mutual situating of adjacent
vertebrae includes a cover and a driving mechanism mounted
in the cover. The cover presents a manipulative hole and a
seat. The driving mechanism is located in the seat and
includes a rotational element with anchoring to engage a
vertebra. The implant includes a connecting element located
within the diameter of the manipulative hole and operable to
be engaged by a driving tool.
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INTERVERTEBRAL IMPLANT FOR MUTUAL
SITUATING OF ADJACENT VERTEBRAE

CROSS-REFERENCE TO RELATED
APPLICATIONS

This is a National Phase Application pursuant to 37 C.F.R.
§371 of International Application No. PCT/PL2012/000031,
filed May 11, 2012, claiming priority from Polish Application
No. P-394841, filed May 12, 2011, each of which is incorpo-
rated in its entirety by reference herein.

BACKGROUND

1. Field

The invention relates to an intervertebral implant for
mutual situating of adjacent vertebrae, enabling their dis-
placement in sagittal and coronal plane, which can be appli-
cable in the treatment of dysfunctions in all spinal segments,
especially in the treatment of spondylolisthesis.

2. Discussion of the Prior Art

From the U.S. Pat. No. 5,888,228 an intervertebral implant
is known, which is situated in the intervertebral body space
and is designed for achieving the bone fusion, especially in
the lumbar spinal segment. The implant is made in a form of
a frame-type cage, opened on its top and base faces, it has got
lateral surfaces, front wall and rear wall; there is a rotating
element mounted in the cage. The outer surface of the rotating
element is provided with a helical structure and protrudes
beyond top and base face of the cage. The front wall and the
rotating element have got an aperture for introduction of the
drive tool, with which the rotating element fixed in the cage is
rotated. The rotating element can be cylindrical or conical and
can have holes. The offered solution acts as an interbody
implant, and the rotating element located in the cage serves to
introduce/screw the implant into the interbody space. This
solution, however, doesn’t give any opportunities to displace
adjacent vertebrae relative to each other in the coronal or
sagittal plane. From the patent application WO 2010/028056
an intervertebral implant is known for insertion into an inter-
vertebral space between two adjacent vertebrae. The implant
includes an intervertebral spacer and a spiral anchor coupling
to the intervertebral spacer and two adjacent vertebral bodies.
The spiral anchor is configured to partially embed within a
portion of the vertebral body. The spiral anchor used in the
implant fulfils the function of fixing of the implant to verte-
brae. Presented solution is a usual intervertebral body cage,
which keeps a distance between vertebrae after performed
deposition of the intervertebral disc and allows for bone
fusion.

From the patent application WO 01/66048 a two-part inter-
vertebral implant is known, which is used for restoration of a
spacing between adjacent vertebrae. The implant includes a
spacer ring connected with a vertebra and a bore for introduc-
ing a locking element, which cooperates with a centre of the
spacer’s ring. The locking element has got a diameter or a
height greater than the thickness of the spacer’s ring and
serves to lock the implant between two vertebrae. In one
embodiment the spacer’s ring can be C-shaped. In an alter-
native embodiment the spacer’s ring can have a form of an
intact ring having a side bore for receipt of the locking ele-
ment.

The implant constitutes an intervertebral spacer with lock-
ing using the special element. The disadvantage of this solu-
tion is a lack of a possibility of displacement of vertebrae
according each other by the implant.
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From the patent application WO 00/16711 an interbody
implant is known, for enhancing fusion of adjacent vertebrae.
The implant comprises a form of rectangular cage member
with an open construction, having a plurality of ribs for con-
nection with plateaus of adjacent vertebral bodies. Ribs pre-
vent the lateral shifting of the implant. The implant is held
against the anterior/posterior motion by a locking screw,
which engages the cage and adjacent bone tissue. The cage is
adapted to be packed with a bone graft in order to improve
bone fusion.

This solution is used to accelerate the bone fusion or to
improve the possibility of arising of bone fusion and its aim is
maintenance of the height of the intervertebral space, which
was surgically restored. The disadvantage of this solution is
lack of a possibility of mutual adjustment of vertebrae by the
implant. A threaded element in a form of a screw is intended
to blocking the implant in the intervertebral space, preventing
displacement of the implant forward and backwards.

From the U.S. Pat. No. 6,210,442 is known implant for
fusion of vertebral bodies, situated in the space between two
adjacent vertebral bodies. The implant has got a supporting
body, which opposite surfaces are situated between opposite
vertebral bodies to achieve optimal fixation of the supporting
body in the intervertebral space. The supporting body has got
atleast one location channel, which extends between support-
ing surfaces and is open on its top and bottom side. Into the
location channel, there is introduced with rotational move-
ment the fixing element provided with an external projection.
The fixing element projects out of the open location channel.
This solution is intended for fusing of vertebrae, serving
simultaneously a function of an intervertebral spacer. Its con-
struction doesn’t allow for vertebral movement against each
other.

From the patent application WO 9848738 is known
implant for bone surgery comprising situated in the interver-
tebral space hollowed body with a pair of lateral walls enclos-
ing and defining the intervertebral space and anchoring-rein-
forcement member, having on its outer surface anchoring
projections with a diameter greater than body’s overall
height. The anchoring-reinforcement member is introduced
into the inner space of the body with rotational movement.
This solution ensures maintenance of the surgically restored
intervertebral body space, serving as a distance-keeping ele-
ment. It doesn’t give, however, the possibility of displace-
ment of vertebrae against each other.

From the patent application EP 1210920 is known a device
for spinal fixation comprising main body, two-side pieces and
fastening device for their symmetrical fastening with two
sides of the main body. Two-side pieces are smaller in thick-
ness than the main body. This solution allows for maintenance
of restored during the surgery height of the intervertebral
space and fixation leading to a bone fusion.

From the patent application US 2004/073214 is known an
apparatus and a method for correction the spondylolisthesis.
In this solution are used: a distractor of a discal space and
separate correcting instrument for shifting the displaced ver-
tebra into the proper position in a relation to the adjacent
vertebra. The separate correcting instrument and the distrac-
tor of the discal space are used to perform initial stages of the
correction, such as distraction of the discal space and incision
of threads connecting with the stabilizing implant, and also
for a correction of spondylolisthesis and maintenance of the
correction before stabilization. This solution requires place-
ment of an additional implant in the interbody space after the
correction. The main disadvantage of this solution is the
possibility of losing reposition during the act of changing of
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correction instrument for a stabilizing implant and increased
number of tools required for performance both reposition and
stabilization with the implant.

Presented above solutions mainly serve as distance-keep-
ing elements, maintaining surgically restored height of the
intervertebral space. The aim of rotational elements in a form
of screws or anchors is to block implants between two verte-
brae in their proper position, because their construction
allows for dention into vertebral bodies. The majority of
mentioned solutions don’t assure, however, the possibility of
displacement according to each other of adjacent vertebrae in
a coronal or sagittal plane, especially in a treatment of
spondylolisthesis. In turn in the solution US 2004/073214,
which allows for mutual displacement of vertebrae, there is a
possibility of losing of gained reposition and necessity of
using additional implant to stabilize the correction.

SUMMARY

The following summary is provided to indicate the nature
of the subject matter disclosed herein. While certain aspects
of the present invention are described below, the summary is
not intended to limit the scope of the present invention.

The aim of the invention is to assure the displacement of
adjacent vertebrae in a relation to each other in a coronal or
sagittal plane for more efficient treatment of spinal dysfunc-
tions, especially spondylolisthesis, resolving the problem of
maintenance of position of displaced vertebrae in a relation to
each other and restriction to the minimum of number of tools
or elements used in the treatment of these dysfunctions.

The above mentioned aim is achieved by an intervertebral
implant according to claim 1. The depending claims describe
further developments of the invention.

An inventive intervertebral implant for mutual situating of
adjacent vertebrae contains a driving mechanism fixed in a
cover which cover is provided with a cover wall and at least
one manipulative hole in the cover wall, where

the cover is further provided with at least one open seat,

the driving mechanism comprises at least one rotational

element with an axis which rotational element is located
in the seat and rotatable about the axis;

the rotational element is equipped with anchoring latches

or groups of anchoring latches projecting over the height
of the cover wall where the anchoring latches or the
groups of anchoring latches extend parallel to the axis of
the rotational element,

the rotational element cooperates with at least one connect-

ing element situated within the diameter of the a
manipulative hole of the cover wall; and

the implant is provided with at least one blockade for

blocking the rotation of the driving mechanism.

In a first implementation of the inventive intervertebral
implant the cover may be equipped with at least one anchor-
ing projection projecting over the cover wall in a direction
opposite to the direction in which the anchoring latches or
groups of anchoring latches of the rotatable element project
over the cover wall. In a second implementation of the inven-
tive intervertebral implant the anchoring latches or groups of
anchoring latches of the rotational element project over the
cover wall in two directions opposite to each other.

The above mentioned aim has been gained using implant
for mutual situating of adjacent vertebrae having a driving
mechanism fixed in a cover provided with at least one
manipulative hole. According to the invention, the cover of
the implant is equipped with at least one open seat, and the
driving mechanism composes located in the seat and anchor-
ing in one of displaced vertebrae at least one rotational ele-
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ment with an axis mounted for an axial movement in lateral
walls of the cover perpendicularly to the direction of displace-
ment of vertebrae in a relation to each other, cooperating with
at least one connecting element situated within the diameter
of'a selected manipulative hole of the cover. The manipulative
hole is circular (round) or shaped. The rotational element is
equipped with anchoring latches projecting over the height of
cover’s walls from the side contacting with one of displaced
vertebra, fixed in this vertebra during the installation of the
implant. The implant is equipped with at least one blockade of
rotation of the driving element.

Favorably rotational elements are separated from each
other. Rotational elements can be separated by the separating
wall or by the fragment of the cover.

Rotational elements of the driving mechanism have equal
or various dimensions, anchoring latches situated on the rota-
tional element or on rotational elements have equal or various
dimensions, and also equal or various shapes.

Inan embodiment of the invention the rotational element is
made of seated on a common axis separate parts situated in
corresponding to them sections of the seat, separated by at
least one separating wall. Separate parts of the rotational
element have equal or various dimensions. Anchoring latches
situated on a separate part or separate parts of the rotational
element have equal or various dimensions, and also equal or
various shapes.

Invarious embodiments of the invention, anchoring latches
have a form of spikes, teeth or paddles.

The rotational element is equipped with circular or shaped
hole, through which passes the axis of the rotational element.
The axis of the rotational element has got a circular or shaped
cross section. The axis of the rotational element constitutes its
inseparable part or it is fixed separately in the rotational
element, when it’s cross section is shaped. When the axis has
got a shaped cross section, preferably the greatest dimension
A of the cross section of the axis is bigger than the transverse
dimension B of the hole of the rotational element. Made in
this way gap between the axis and the rotational element
enables an additional movement up-down and forward-back-
wards of the rotational element in relation with the axis,
allowing for adjustment of the rotational element to the shape
of' the intervertebral space.

For better cooperation of the rotational element with the
connecting element and with separate driving tool, at least
one end of the axis of at least one rotational element has got a
form of a shaped element, favorably with a hexagon cross
section.

In an embodiment of the invention on at least one end of the
axis of at least one rotational element a gear is seated.

The connecting element is situated within the diameter of
the manipulative hole of the cover and cooperates with a
separate driving instrument.

Preferably the connecting element composes at least one
end of the axis of at least one rotational element.

In an embodiment of the invention the connecting element
has got a form of a gear cooperating with the gear seated on a
selected end of the axis of at least one rotational element.

The connecting element can be equipped with a pin or a
shaped recess.

There are also possible embodiments of performing con-
necting element, where it composes the end of the axis with a
gear and pin or a shaped and of the axis.

The anchoring projection has got preferably a form of a
spike, tooth, or a paddle. Anchoring projections can have
various dimensions or shapes.
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The blockade of rotation of the driving mechanism has got
a form of a pin situated within the diameter of the manipula-
tive hole of the cover and cooperating with the recess in the
axis of the rotational element.

In one embodiment the blockade of the rotation of the
driving mechanism has got a form of at least one latch fixed to
the cover and cooperating with at least one rotational element.

In different embodiments the blockade of the rotation of
the driving mechanism has got a form of paddles or teeth
situated on the lateral surface of the rotational element coop-
erating with at least one latch fixed to the cover. The blockade
of'the rotation of the driving mechanism alternatively has got
a form of holes made on the lateral surface of the rotational
element cooperating with at least one latch fixed to the cover.

In this embodiment one vertebra is displaced by rotation of
the rotational element, which is anchored in this vertebra with
anchoring latches. The movement of the displaced vertebra
runs in relation to the second vertebra and the cover, which is
maintained in the immobile position as a result of anchoring
of the anchoring projections in the second vertebra.

The implant according to the invention is characterized by
a simple and compact construction, enabling ease of perform-
ing the correction, to restore a normal alignment of vertebrae,
in the coronal or sagittal plane using the rotational element
composing a part of a driving mechanism, with a small
strength. The implant enables performance of the correction
simultaneously in two planes: sagittally-horizontal or coro-
nally-horizontal, or also in three planes, depending on setting
of the implant in the intervertebral space and the surgical
approach. The implant can be used in a treatment from pos-
terior, anterior, lateral or mixed approach.

In a process of the correction the rotational element is
displaced against the cover and situated to the position assur-
ing maintenance of the contact with opposite surfaces of the
endplate. The construction and various embodiments of the
rotational element allow for adjustment of the implant to the
shape of the intervertebral space. The shape of the rotational
element and its location on the axis increase the chance to
anchor of anchoring latches of the rotational element in the
vertebral bone and situating of the implant in a proper place
and in a proper position. Anchoring latches with the blockade
of the rotation allow for a control of the blockage of the
implant in a proper position achieved after performed correc-
tion.

The construction of the connecting element enables con-
nection and cooperation of the implant with a separate surgi-
cal tool, and thereby allows for efficient performance of a
process of displacement of two adjacent vertebrae in a rela-
tion to each other. The cooperation of the driving tool with the
axis of the rotational element using the connecting element
allows for controlling and quick performance of the correc-
tion process.

The cover of the implant composes a bearing element and
it supports on the strongest, the most strength elements of
bones, and this secures the implant against subsidence and
penetration into the vertebral bone. Moreover, the cover cor-
rects the biomechanical balance, fulfills the function of align-
ment and acts like a driving element.

The implant fulfills biomechanical demands of the stabili-
zation, enables possibility of a surgical installation from vari-
ous surgical approach and—especially thanks to various
shapes of the cover—it adjusts to anatomic shape of the
intervertebral space, which assures efficiency of treatment of
patients in every age. Moreover, the solution according to the
invention assures restoration of proper anatomical propor-
tions and biomechanical balance.
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Described in the state of the art inconveniences concerning
the lack of possibility of displacement of vertebrae according
to each other end necessity of use of greater number of tools
or elements used in the treatment of spinal dysfunctions,
especially spondylolisthesis, it removes also the interverte-
bral implant for mutual situating of adjacent vertebrae con-
taining the driving element fixed in the cover provided with at
least one manipulative hole. According to the invention, the
cover of the implant is equipped with at least one open seat,
and the driving mechanism constitutes situated in the seat and
anchoring in both displaced vertebrae at least one rotational
element with an axis mounted for axial movement in lateral
walls of the cover in perpendicular direction to the direction
of displacement of vertebrae in a relation to each other, coop-
erating with at least one connecting element situated within
the diameter of selected manipulative hole of the cover. The
manipulative hole is circular or shaped. The rotational ele-
ment is provided with anchoring latches projecting over the
height oflateral cover’s walls and serving for anchoring of the
rotational element in both displaced vertebrae during the
process of installation of the implant. The implant is provided
with at least one blockade of the rotation of the driving
mechanism.

Preferably rotational elements are separated from each
other. Rotational elements can be separated by a separating
wall or a fragment of a cover.

Rotational elements of the driving mechanism have equal
or various dimensions, anchoring latches situated on the rota-
tional element or on rotational elements have equal or various
dimensions, and also equal or various shapes.

Inan embodiment of the invention the rotational element is
made on seated on a common axis separate parts located in
corresponding to them, separated by at least one separating
wall, sections of the seat. Separate parts of the rotational
element have equal or various dimensions. Anchoring latches
situated on a separate part of separate parts of the rotational
element have equal or various dimensions, and also equal or
various shapes.

In various embodiments of the invention anchoring latches
have got a form of spikes, teeth or paddles.

The rotational element is equipped with a circular or
shaped hole, through which passes the axis of the rotational
element. The axis of the rotational element has got a circular
or shaped cross-section. The axis of the rotational element
constitutes its inseparable part or it is fixed separately in the
rotational element, when its cross section is shaped. When the
axis composes a shaped element, preferably the greatest
dimension A of the cross-section of the axis is greater than the
transverse dimension B of the hole of the rotational element.
Created in this way recess between the axis and the rotational
element enables additional upside-down movement and for-
ward-backwards of the rotational element according to the
axis, allowing for adjustment of the rotational element to the
shape of the intervertebral body space.

For a better cooperation of the rotational element with the
connecting element and a separate driving tool, at least one
end on the axis of at least one rotational element has got a
form of a shaped element, preferably with a hexagonal cross
section.

In an embodiment of the invention on at least one end of the
axis of at least one rotational element at least one gear is
seated.

The connecting element is situated within the diameter of
the manipulative hole of the cover and cooperates with a
separate driving tool.

Preferably, the connecting element composes at least one
end of the axis of at least one rotational element.
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In an embodiment of the invention the connecting element
has got a form of a gear cooperating with the gear seated on
the selected end of the axis of at least one rotational element.

The connecting element can be equipped with a plug or a
shaped recess.

There are possible embodiments of realization of the con-
necting element, where it composes the end of the axis with a
gear and a plug or a shaped end of the axis.

The blockade of the rotation of the driving mechanism has
gota form of a pin situated within the diameter of the manipu-
lative hole of the cover and cooperating with a recess in the
axis of the rotational element.

In an embodiment the blockade of the rotation of the driv-
ing mechanism has got a form of paddles or teeth situated on
the lateral surface of the rotational element cooperating with
at least one latch fixed to the cover.

The blockade of the rotation of the driving mechanism
alternatively has got a form of holes made on the lateral
surface of the rotational element cooperating with at least one
latch fixed to the cover.

In this solution both vertebrae are displaced according to
each other, in an opposite direction, by the rotation of
anchored in them rotational element with anchoring latches.
Movement of vertebrae takes place also in a relation to the
cover. The cover of the implant is not connected to any of
displaced vertebrae.

Implant according to the invention is characterized with a
simple and compact construction, assuring facility of perfor-
mance of the correction in order to restore normal adjustment
of vertebrae, in coronal or sagittal plane using the rotational
element composing a part of the driving mechanism, with the
use of a minor force. Implant enables performance of a cor-
rection simultaneously in two planes: sagittaly-horizontal or
coronary-horizontal, or in three planes, depending on setting
of the implant in the intervertebral space and surgical
approach. Implant can be used in the treatment from poste-
rior, anterior, lateral and mixed approach. In the process of the
correction the rotational element is displaced in a relation to
the cover and situated to the position assuring maintenance of
the contact with opposite surfaces of the endplate. The con-
struction and various embodiments of the rotational element
allow for adjustment of the implant to the shape of the inter-
vertebral space. The shape of the rotational element and its
situating on the axis further increases the chance for anchor-
ing of the anchoring latches of the rotational element in the
vertebral bone and situating of the implant in a proper place
and a proper position. Anchoring latches with the blockade of
the rotation allow for a control of blocking of the implant in a
proper position acquired after performed correction.

The construction of the connecting element enables con-
nection and cooperation of the implant with a separate surgi-
cal driving tool, and thereby allows for efficient performance
of'a process of displacement of two adjacent vertebrae in the
relation to each other. The cooperation of the driving tool with
the axis of the rotational element using the connecting ele-
ment allows for a control and quick realization of the correc-
tion process.

The cover of the implant composes a bearing element and
it supports on the strongest, the most strength elements of
bones, which secures the implant against subsidence and
penetration into the vertebral bone. Moreover, the cover cor-
rects the biomechanical balance and fulfills the function of an
aligning element. The implant fulfills biomechanical
demands of the stabilization, enables possibility of the surgi-
cal installation at various surgical approaches and—espe-
cially by various shapes of the cover—it adjusts to the ana-
tomic shape of the intervertebral space, which assures
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efficiency of treatment of patients in every age. Moreover, the
solution according to the invention assures restoration of
proper anatomical proportions and biomechanical balance.

This summary is provided to introduce a selection of con-
cepts in a simplified form that are further described below in
the detailed description. This summary is not intended to
identify key features or essential features of the claimed sub-
ject matter, nor is it intended to be used to limit the scope of
the claimed subject matter. Other aspects and advantages of
the present invention will be apparent from the following
detailed description of the embodiments and the accompany-
ing drawing figures.

BRIEF DESCRIPTION OF THE DRAWING
FIGURES

Solutions according to the invention are presented in
examples, which do not restrict its range, in accompanying
figures, wherein:

FIG. 1 illustrates an intervertebral implant for mutual situ-
ating of adjacent vertebrae having a cover in a rectangular
shape, where one anchoring element of the cover is anchored
in one of displaced vertebrae and showing the implant includ-
ing one connecting element;

FIG. 2 illustrates the intervertebral implant shown in FIG.
1, showing a cross-sectional view of the implant located
between adjacent vertebrae taken along a sagittal plane, with
the implant having one rotational element mounted in a cover,
and anchoring of the cover in one of displaced vertebrae;

FIG. 3 illustrates a perspective view of one of the vertebrae
and the intervertebral implant shown in FIG. 2 showing the
implant extending relative to the vertebra along the saggital
plane;

FIG. 4 illustrates the vertebra and the intervertebral
implant similar to FIG. 3, but showing the implant extending
relative to the vertebra along a coronal plane;

FIG. 5 illustrates a side elevation of the intervertebral
implant shown in FIGS. 1-4, showing an axis of the rotational
element defining a recess and a pin situated within the
manipulative hole of a cover;

FIG. 6 illustrates a second embodiment of the interverte-
bral implant having one rotational element mounted in a
cover, with the cover presenting a shape close to the shape of
the vertebral body, where anchoring of the cover is operable
to engage a vertebra, and two connecting elements;

FIG. 7 illustrates a third embodiment of an intervertebral
implant, with the implant having two rotational elements
mounted in a cover, where anchoring of the cover is operable
to engage a vertebra, and one connecting element situated
within the diameter of the manipulative hole of the cover;

FIG. 8 illustrates a fourth embodiment of an intervertebral
implant, with the implant having two rotational elements
mounted in a cover, and where anchoring of the cover is
operable to engage a vertebra, and two connecting elements;

FIG. 9 illustrates a fifth embodiment of an intervertebral
implant, with the implant having two rotational elements
mounted in a cover, where anchoring of the cover is operable
to engage a vertebra, and a connecting element;

FIG. 10 illustrates a sixth embodiment of an intervertebral
implant, with the implant having two rotational elements that
each include three separate parts situated in sections of the
seat and mounted in a cover, with the cover being in a rect-
angular shape, where anchoring of the cover is operable to
engage a vertebra, and one connecting element in a form of a
gear situated within the diameter of the manipulative hole of
the cover;
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FIG. 11 illustrates a seventh embodiment of an interverte-
bral implant, with the implant having two rotational elements
that each include three separate parts situated in sections of
the seat and mounted in a cover, with the cover having a
generally rectangular shape, and where anchoring of the
cover is operable to engage a vertebra, and one connecting
element situated within the diameter of the manipulative hole
of the cover;

FIG. 12 depicts a rotational element with a separately fixed
axis;

FIG. 13 illustrates an eighth embodiment of an interverte-
bral implant, with the implant having two rotational elements
that each include three separate parts situated in sections of
the seat and mounted in a cover, with the cover being in a
rectangular shape, where anchoring ofthe cover is operable to
engage a vertebra, and two connecting elements situated
within the diameter of two manipulative holes of the cover;

FIG. 14 illustrates another embodiment of a rotational
element, with the rotational element including a hole and
anchoring latches;

FIG. 15 illustrates another embodiment of a rotational
element, with the rotational element including a hole and
anchoring latches;

FIG. 16 illustrates another embodiment of a rotational
element, with the rotational element including a hole and
anchoring latches;

FIG. 17 illustrates another embodiment of a rotational
element, with the rotational element including a hole and
anchoring latches;

FIG. 18 illustrates another embodiment of a rotational
element, with the rotational element including a hole and
anchoring latches;

FIG. 19 illustrates another embodiment of a rotational
element, with the rotational element including a hole and
anchoring latches;

FIG. 20 illustrates another embodiment of a rotational
element, with the rotational element including an axis and
anchoring latches;

FIG. 21 illustrates another embodiment of a rotational
element, with the rotational element including an axis and
anchoring latches;

FIG. 22 illustrates a ninth embodiment of an intervertebral
implant, with the implant having two rotational elements
mounted in a cover, with the cover being in an irregular shape,
where anchoring of the cover is operable to engage a vertebra,
and two connecting elements,

FIG. 23 illustrates a tenth embodiment of an intervertebral
implant, with the implant having three rotational elements
mounted in a cover, with the cover being in a rectangular
shape, where anchoring of the cover is operable to engage a
vertebra, and two connecting elements in a gear-shaped form;

FIG. 24 illustrates an eleventh embodiment of an interver-
tebral implant, with the implant having three rotational ele-
ments mounted in a cover, with the cover being in a rectan-
gular shape, where anchoring of the cover is operable to
engage a vertebra, and two connecting elements in a gear-
shaped form;

FIG. 25 illustrates a twelfth embodiment of the interverte-
bral implant, with the implant being operable for mutual
situating of adjacent vertebrae, said implant having a rectan-
gular shaped cover, a rotational element mounted in the cover
and having anchoring of the rotational element operable to
engage the adjacent vertebrae, and one connecting element;

FIG. 26 illustrates the intervertebral implant shown in FIG.
25, showing a cross-sectional view of the implant located
between adjacent vertebrae taken along a sagittal plane, with
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the implant having one rotational element mounted in a cover,
where anchoring of the rotational element engages the adja-
cent vertebrae;

FIG. 27 illustrates a perspective view of one of the verte-
brae and the intervertebral implant shown in FIG. 26, showing
the implant extending relative to the vertebra along the sag-
gital plane;

FIG. 28 illustrates the vertebra and the intervertebral
implant similar to FIG. 27, but showing the implant extending
relative to the vertebra along a coronal plane;

FIG. 29 illustrates a side elevation of the intervertebral
implant shown in FIGS. 25-28, showing an axis of the rota-
tional element defining a recess and a pin situated within the
diameter of a manipulative hole of the cover;

FIG. 30 illustrates a thirteenth embodiment of an interver-
tebral implant, with the implant having one rotational element
in mounted in a rectangular shaped cover, with the cover
presenting a shape close to the shape of a vertebral body,
where anchoring of the rotational element is operable to
engage adjacent vertebrae, and two connecting elements;

FIG. 31 illustrates a fourteenth embodiment of an interver-
tebral implant, with the implant having two rotational ele-
ments mounted in a cover that presents an irregular shape,
where anchoring of the rotational elements is operable to
engage adjacent vertebrae, and one connecting element situ-
ated within the diameter of a manipulative hole of the cover;

FIG. 32 illustrates a fifteenth embodiment of an interver-
tebral implant, with the implant having two rotational ele-
ments situated in sections of a seat, mounted in a rectangular
shaped cover, where anchoring of the rotational elements
operable to engage adjacent vertebrae, and two connecting
elements;

FIG. 33 illustrates a sixteenth embodiment of an interver-
tebral implant, with the implant having two rotational ele-
ments situated in sections of a seat, mounted in a rectangular
shaped cover, where anchoring of the rotational elements is
operable to engage adjacent vertebrae, and a connecting ele-
ment;

FIG. 34 illustrates a seventeenth embodiment of an inter-
vertebral implant, with the implant having two rotational
elements that each include three separate parts situated in
sections of a seat and mounted in a rectangular shaped cover,
where anchoring of the rotational elements operable to
engage adjacent vertebrae, and one connecting element in a
form of a gear situated within the diameter of a manipulative
hole of the cover;

FIG. 35 illustrates an eighteenth embodiment of an inter-
vertebral implant, with the implant having two rotational
elements that each include three separate parts situated in
sections of a seat and mounted in a rectangular shaped cover,
where anchoring of the rotational elements is operable to
engage adjacent vertebrae, and one connecting element in a
form of a gear situated within the diameter of a manipulative
hole of the cover;

FIG. 36 illustrates a rotational element with a separately
fixed axis;

FIG. 37 illustrates a nineteenth embodiment of an interver-
tebral implant, with the implant having two rotational ele-
ments that each include three separate parts situated in sec-
tions of a seat and mounted in a rectangular shaped cover,
where anchoring of the rotational elements is operable to
engage adjacent vertebrae, and two connecting elements situ-
ated within the diameter of two manipulative holes of the
cover;

FIG. 38 illustrates another embodiment of a rotational
element, with the rotational element including a hole and
anchoring latches;
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FIG. 39 illustrates another embodiment of a rotational
element, with the rotational element including a hole and
anchoring latches;

FIG. 40 illustrates another embodiment of a rotational
element, with the rotational element including a hole and
anchoring latches;

FIG. 41 illustrates another embodiment of a rotational
element, with the rotational element including a hole and
anchoring latches;

FIG. 42 illustrates another embodiment of a rotational
element, with the rotational element including a hole and
anchoring latches;

FIG. 43 illustrates another embodiment of a rotational
element, with the rotational element including a hole and
anchoring latches;

FIG. 44 illustrates another embodiment of a rotational
element, with the rotational element including an axis and
anchoring latches;

FIG. 45 illustrates another embodiment of a rotational
element, with the rotational element including an axis and
anchoring latches;

FIG. 46 illustrates a twentieth embodiment of an interver-
tebral implant, with the implant having two rotational ele-
ments mounted in a cover that presents an irregular shape,
where anchoring of the rotational elements is operable to
engage adjacent vertebrae, and two connecting elements;

FIG. 47 illustrates a twenty-first embodiment of an inter-
vertebral implant, with the implant having three rotational
elements mounted in a rectangular shaped cover, where
anchoring of the rotational elements is operable to engage
adjacent vertebrae, and two connecting elements in a form of
gears; and

FIG. 48 illustrates a twenty-second embodiment of an
intervertebral implant, with the implant having three rota-
tional elements mounted in a rectangular shaped cover, where
anchoring of the rotational elements is operable to engage
adjacent vertebrae, and two connecting elements in a form of
gears.

DETAILED DESCRIPTION OF THE PREFERRED
EMBODIMENTS

Presented on FIG. 1 intervertebral implant for mutual situ-
ating of adjacent vertebrae contains a cover 1 in a shape close
to the rectangle, in which is fixed a driving mechanism. In a
lateral wall 2 ofthe cover 1 amanipulative hole 3 is made. The
cover 1 is equipped with one open seat 4. The driving mecha-
nism composes situated in the seat 4 and anchoring in one of
displaced vertebrae one rotational element 5 with an axis 6
mounted for an axial movement in lateral walls 2 of the cover
1 perpendicularly to the direction of the displacement of
vertebrae against each other, cooperating with the connecting
element 7. The rotational element 5 is equipped with anchor-
ing latches 8 projecting over the height of cover’s 1 walls 2
from the side contacting with one of displaced vertebrae and
anchoring in this vertebrae. Anchoring latches 8 have got a
form of paddles of equal dimensions and shapes. The con-
necting element 7, situated within the diameter of the manipu-
lative hole 3 of the cover 1, cooperates with not visible on the
figure separate driving tool. The connecting element 7 con-
stitutes one shaped end of the axis 6 of the rotational element
5. The implant is equipped with two blockades of the rotation
of the driving element. One of blockades of the driving
mechanism has got a form of a pin 9a situated within the
diameter of the manipulative hole 3 of the cover 1 and coop-
erating with not visible on this figure recess in the axis 6 of the
rotational element 5, whereas the second blockade of the
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rotation constitutes a latch 96 fixed to the cover 1 on the
opposite side than the pin 9a, cooperating with the rotational
element 5. The lower surface of one of lateral walls 2 of the
cover 1 is equipped with anchoring latches 10 in a form of
paddles, anchoring in the second of displaced vertebrae.

FIG. 2 illustrates graphically the displacement of vertebrae
V1 and V2 using situated between them intervertebral
implant, having one rotational element 5 fixed in the cover 1.
Anchoring latches 8 of the rotational element 5 project over
the height of walls 2 of the cover 1 from the side contacting
with one of displaced vertebrae V1 and anchor in this vertebra
V1, whereas anchoring projections 10 fixed to the cover 1 of
the implant anchor in the second vertebra V2.

On FIG. 3 is illustrated graphically the displacement of
vertebrae in the coronal plane using intervertebral implant,
having fixed in the cover 1 one rotational element 5 and one
connecting element 7. The cover is equipped with anchoring
projections 10 anchoring in one of displaced vertebrae V2.
Anchoring latches 8 of the rotational element 5 project over
the height of walls 2 of the cover 1 and anchor in not visible
onthe figure second vertebra, which is displaced by the move-
ment of the rotational element 5. The movement of displaced
vertebra takes place in the relation to the vertebra V2 and the
cover 1, which is held in the immobile position as a result of
anchoring of anchoring projections 10 in the second vertebra
V2.

On FIG. 4 is illustrated graphically the displacement of
vertebrae in the sagittal plane using an intervertebral implant,
having one rotational element 5 and one connecting element
7 fixed in the cover 1. The cover 1 is equipped with anchoring
projections 10 anchoring in one of displaced vertebrae V2.
Anchoring latches 8 of the rotational element 5 project over
the height of walls 2 of the cover 1 and anchor in not visible
onthe figure second vertebra, which is displaced by the move-
ment of the rotational element 5. The movement of displaced
vertebra takes place in the relation to the vertebra V2 and the
cover 1, which is held in the immobile position as a result of
anchoring of anchoring projections 10 in the second vertebra
V2.

FIG. 5 illustrates two blockades of the rotation—one in a
form of a latch 95 fixed to the cover 1, cooperating with the
rotational element 5 and the second in a form of a pin 9a
situated within the diameter of the manipulative hole 3 of the
cover 1, cooperating with the recess 9c¢ in the axis 6 of the
rotational element 5.

In an embodiment illustrated on FIG. 6 the cover 1 in a
shape close to the shape of vertebral body is equipped with
two manipulative holes 3 situated symmetrically in lateral
walls 2 of the cover 1. Situated in the seat 4 of the cover 1 one
rotational element S with an axis mounted for axial movement
in lateral walls 2 of the cover 1 perpendicularly to the direc-
tion of the displacement of vertebrae in the relation to each
other is equipped with anchoring latches 8, projecting over
the height of walls 2 of the cover 1 from the side contacting
with one of displaced vertebrae and anchoring in this verte-
bra. The rotational element 5 cooperates with two connecting
elements 7a, 7b. Each of connecting elements 7a, 76 is situ-
ated within the diameter of the manipulative hole 3 of the
cover 1 and cooperates with not visible on the figure separate
driving tool. Each connecting element 7a, 76 composes
shaped end of the axis 6 of the rotational element 5, whereby
one connecting element 7bhas got a form of a shaped element
with a hexagonal cross section. This constructional variant
allows driving the driving element 5 using one of connecting
elements 7a, 7b or both simultaneously, depending on the
operating field. The implant is provided with two blockades
of the rotation of the driving mechanism. One of the block-
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ades of the rotation of the driving mechanism has got a form
of a pin 9a situated within the diameter of the manipulative
hole 3 of the cover 1 and cooperating with not visible on this
figure recess in the axis 6 of the rotational element 5, whereas
the second blockade of the rotation constitutes a latch 95 fixed
to the cover 1 at the opposite side than the pin 9a, cooperating
with the rotational element 5. The lower surface of the one of
lateral walls 2 of the cover 1 is equipped with anchoring
latches 10 in a form of paddles, anchoring in the second of
displaced vertebrae.

In an embodiment ofthe invention illustrated on FIG. 7, the
cover 1 has got a form of a frame of an irregular shape
provided with one manipulative hole 3. The cover 1 is
equipped with two open seats 4a, 4, in which are situated
two rotational elements 5a, 55 of the driving mechanism of
various dimensions, separated from each other with a frag-
ment of the cover 1, provided with anchoring latches 8 pro-
jecting over the height of walls 2 of the cover 1 from the side
contacting with one of displaced vertebrae and anchoring in
this vertebra. The axis 6 of each rotational element 5a, 556 is
mounted for an axial movement in the cover 1 perpendicu-
larly to the direction of the displacement of vertebrae accord-
ing to each other. One rotational element 5a cooperates with
the connecting element 7 and is provided with anchoring
latches 8 in a form of spikes of equal dimensions. The second
rotational element 54, on the other hand, is equipped with
anchoring latches 8 in a form of teeth with a shape close to
rectangles of equal dimensions. The connecting element 7 is
situated within the diameter of the manipulative hole 3 of the
cover 1 and composes a shaped end of the axis 6 of one of
rotational elements 5a. The connecting element cooperates
with not visible on the figure separate driving tool. The block-
ade of the rotation of the driving mechanism has got a form of
paddles 94 situated on the lateral surface of the rotational
element 5a, cooperating with one latch 95 fixed to the lateral
wall 2 of the cover 1. The lower surface of one of lateral walls
2 of the cover 1 is equipped with anchoring latches 10 in a
form of paddles and spikes, anchoring in the second of dis-
placed vertebrae.

In an embodiment of the invention illustrated in FIG. 8 the
intervertebral implant for mutual situating of adjacent verte-
brae has got a driving mechanism fixed in the cover 1 with a
cross section close to an oval, provided with two manipulative
holes 3a, 35, situated in the same lateral wall 2 of the cover 1.
The cover 1 is equipped with two separated from each other
with the separating wall 11 open seats 4a, 45, in which are
situated two rotational elements 5a, 56 of the driving mecha-
nism of equal dimensions and shapes, provided with anchor-
ing latches 8 projecting over the height of walls 2 of the cover
1 from the side contacting with one of displaced vertebrae and
anchoring in this vertebra. Anchoring latches 8 of each rota-
tional element 5a, 56 have got a form of spikes of equal
dimensions and shapes. In each manipulative hole 3a, 35 is
situated one connecting element 7a, 7b, composing one end
of the axis of each rotational element 5a, 55, with various
length. Each of connecting elements 7a, 7b cooperates with
not visible on the figure separate driving tool. Such construc-
tional variant enables driving of rotational elements 5a, 56
using one of connecting elements 7a, 76 or both simulta-
neously, depending on the operating field. The blockade of
the rotation of the driving element has got a form of the latch
95 fixed to the lateral wall 2 of the cover 1, cooperating with
one rotational element 5a. Lower surface of one of lateral
walls 2 ofthe cover 1 is equipped with anchoring latches 10 in
a form of spikes, anchoring in the second of displaced verte-
brae.
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In one embodiment of the invention illustrated on FIG. 9
the cover 1 in a shape close to the rectangle is equipped with
one manipulative hole 3 and one open seat 4, in which are
situated separated from each other two rotational elements
5a, 5b of the driving mechanism. Rotational elements 5a, 56
have various dimensions and are equipped with anchoring
latches 8 projecting over the height of walls 2 of the cover 1
from the side contacting with one of displaced vertebrae and
anchoring in this vertebra. One rotational element 5Sa is
equipped with anchoring latches 8 in a form of paddles of
equal dimensions and shapes, whereas the second rotational
element 55 is equipped with anchoring latches 8 in a form of
spikes of equal dimensions and shapes, situated on a part of
the external surface of this rotational element 54. The axis 6 of
the second rotational element 55 composes its separable part,
and on its end, situated from the side of the manipulative hole
3, a gear 12 is seated, fixed in the cover 1. The driving
mechanism has got one connecting element 7 situated in the
manipulative hole 3 of the cover 1, having a form of a gear
cooperating with the gear 12 seated on selected end of the axis
6 of one rotational element 5b. The connecting element 7 is
equipped with the plug 13. The blockade of the rotational
mechanism has got a form of alatch 95 fixed to the lateral wall
2 of the cover 1, cooperating with one rotational element 5a.
The lower surface of one of lateral walls 2 of the cover 1 is
equipped with anchoring projections 10 in a form of spikes,
anchoring in the second of displaced vertebrae. In an embodi-
ment of the invention illustrated on FIG. 10 the cover 1 is
equipped with one manipulative hole 3 and one open seat
divided on three sections separated from each other with
separating walls 11. Each of two rotational elements 5a, 55 is
made of seated on a common axis 6a, 65 three separate parts
of'equal dimensions, situated in corresponding to them, sepa-
rated with separating walls 11 sections of the seat 4. Each
separate part of each rotational element Sa, 56 is equipped
with anchoring latches 8 in a form of teeth and spikes of
various shapes and dimensions, projecting over the height of
the walls 2 of the cover 1 from the side contacting with one of
displaced vertebrae and anchoring in this vertebra. On one
end of the axis 6a, 6b of each rotational element 5a, 5b,
situated from the side of manipulative hole 3, a gear 12a, 126
is seated, fixed in the cover 1. The connecting element 7 is
situated in the manipulative hole 3 of the cover 1 and coop-
erates with not visible on the figure separate driving tool. The
connecting element 7 has got a form of a gear provided with
a recess 14, cooperating with gears 12a, 125 composing
selected ends of the axis 6a, 65 of each rotational element 5a,
5b, seated on its both sides. The blockade ofthe rotation of the
driving mechanism has got a form of one latch 95 fixed to the
lateral wall 2 of the cover 1, cooperating with one rotational
element 5a. Lower surface of one of lateral walls 2 of the
cover 1 is equipped with anchoring projections 10 in a form of
spikes and teeth, anchoring in the second of displaced verte-
brae.

In an embodiment of the invention illustrated on FIG. 11
each of two rotational elements 5a, 55 is made of seated on a
common axis 6a, 6b three separate parts of various dimen-
sions, placed in corresponding to them, separated with sepa-
rating walls 11 sections of the seat 4, and each separate part of
each rotational element 5a, 56 is equipped with anchoring
latches 8 in a form of paddles of equal dimensions, projecting
over the height of walls 2 of the cover 1 from the side con-
tacting with one of displaced vertebrae and anchoring in this
vertebra. On one end of the axis 6a, 65 of each rotational
element 5a, 5b, situated from the side of the manipulative
hole 3, a gear 12a, 1254 is seated, fixed in the cover 1. The
connecting element 7 is situated in the manipulative hole 3 of
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the cover 1 and cooperates with not visible on the figure
separate driving tool. The connecting element 7 has got a
form of a gear cooperating with gears 12q, 126 constituting
selected ends of the axis 6a, 65 of each rotational element Sa,
5b, seated on its both sides and is equipped with aplug 13. The
blockade of the rotation of the driving mechanism has got a
form of one latch 95 fixed to the lateral wall 2 of the cover 1,
cooperating with one rotational element 5a. The lower sur-
face of one of lateral walls 2 of the cover 1 is equipped with
anchoring projections 10 in a form of spikes and teeth,
anchoring in the second of displaced vertebrae.

Showed on a FIG. 12 rotational element 5 is equipped with
anchoring latches 8 in a form of spikes of equal dimensions
and shapes. Shaped axis 6 of the rotational element 5 consti-
tutes its separable part, and the greatest dimension A of the
cross section of the axis 6 is greater than the transverse dimen-
sion B of the hole 15 of the rotational element 5.

In an embodiment illustrated on FIG. 13 the cover 1 is
provided with two manipulative holes 3a, 35 situated in the
same lateral wall 2 of the cover 1 and one open seat 4 divided
on three sections. In the seat 4 are placed two rotational
elements Sa, 56 separated from each other. Each rotational
element 5a, 56 is made of seated on a common axis 6a, 65
three separate parts of various dimensions, placed in corre-
sponding to them, separated with separating walls 11 sections
of'the seat 4. Separate parts of each rotational element 5a, 56
are equipped with anchoring latches 8 with various dimen-
sions and shapes of paddles, spikes and teeth. Anchoring
latches 8 of rotational elements 5a, 55 project over the height
of'walls 2 of the cover 1 from the side contacting with one of
displaced vertebrae and anchor in this vertebra. The implant is
equipped with two connecting elements 7a, 7b. Each con-
necting element 7a, 76 composes one shaped end of the axis
6a, 65 of each rotational element 3a, 55, situated in one
manipulative hole 3a, 35 of the cover 1. The implant is
equipped with three blockades of the rotation of the driving
mechanism. Each of two blockades of the rotation has got a
form of a pin 9a situated within the diameter of selected
manipulative hole 3a, 35 of the cover 1, cooperating with not
visible on the figure recess in the axis 6a, 65 of selected
rotational element 5a, 5b. The third blockade of the rotation
has got a form of one latch 94 fixed to the cover 1 and
cooperating with one rotational element 5a. There is a possi-
bility to drive rotational elements 5a, 5b using one of con-
necting elements 7a, 7b or two connecting elements 7a, 7b
simultaneously, depending on the operating field. The lower
surface of one of lateral walls 2 of the cover 1 is equipped with
anchoring projections 10 in a form of two pairs of spikes,
anchoring in the second of displaced vertebrae.

On FIG. 14-19 are shown various embodiments of rota-
tional elements 5 with anchoring latches 8 and various holes
15.

Tlustrated on FIG. 14 rotational element 5 is equipped with
ashapedhole 15 and anchoring latches 8 in a form of teeth and
spikes of equal dimensions.

Tlustrated on FIG. 15 rotational element 5 is equipped with
ashapedhole 15 and anchoring latches 8 in a form of teeth and
paddles of various dimensions and shapes.

Tlustrated on FIG. 16 rotational element 5 is equipped with
a shaped hole 15 and anchoring latches 8 in a form of paddles
of equal shapes and dimensions. The lateral surface of the
rotational element 5 is equipped with teeth 9¢, composing
element of the blockade of the rotation of the driving mecha-
nism.
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Tustrated on FIG. 17 rotational element 5 is equipped with
a circular hole 15 and anchoring latches 8 in a form of spikes
of equal dimensions, made on a part of the surface of the
rotational element 5.

Tustrated on FIG. 18 rotational element 5 is equipped with
a round hole 15 and anchoring latches 8 in a form of paddles
of various dimensions. The lateral surface of the rotational
element 5 is equipped with paddles 9d, constituting elements
of the blockade of the rotation of the driving mechanism.

Iustrated on FIG. 19 rotational element 5 has got a conical
shape and is equipped with a shaped hole 15 and anchoring
latches 8 in a form of teeth of equal shapes and various
dimensions.

Tustrated on FIG. 20 rotational element 5 is equipped with
anchoring latches 8 in a form of paddles of equal shapes and
dimensions. The axis 6 of the rotational element 5 has got a
circular shape and constitutes its non-separable part.

Tustrated on FIG. 21 rotational element 5 is equipped with
anchoring latches 8 in a form of teeth of equal shapes and
dimensions. Shaped axis 6 is fixed in the rotational element 5
separately. In the axis 6 of the rotational element 5 a recess 9¢
is made.

In an embodiment of the invention illustrated on FIG. 22
the cover 1 has got a form of a frame of irregular shape,
equipped with two manipulative holes 3a, 35 situated in the
same lateral wall 2 of the cover 1. The cover 1 is equipped
with two open seats 4a, 4b, in which are placed separated
from each other with a fragment of the cover 1 two rotational
elements 5a, 56 of the driving mechanism of various dimen-
sions, cooperating with two connecting elements 7a, 7b. Each
rotational element 5a, 5b cooperates with one connecting
element 7a, 7b. One rotational element is equipped with
anchoring latches 8 in a form of spikes of various dimensions,
whereas the second rotational element 556 has got a shape
close to a cone narrowing in the direction of (towards) the
connecting element 76 and is equipped with anchoring
latches 8 in a form of teeth in a shape close to rectangles of
various dimensions. Anchoring latches 8 on each rotational
element 5a, 5b project over the height of walls 2 of the cover
1 from the side contacting with one of displaced vertebrae and
anchor in this vertebra. Each connecting element 7a, 75 is
situated within the diameter of the manipulative hole 3q, 35 of
the cover 1 and cooperates with not visible on the figure
separate driving tool. Each connecting element 7a, 75 con-
stitutes one shaped end of the axis 6a, 65 of each rotational
element 5a, 5. There is a possibility of driving the implant
using one of connecting elements 7a, 7b, depending on the
operational field. The blockade of the rotation has got a form
of holes 9/ made on the lateral surface of one rotational
element 5a, cooperating with a latch 95. The latch 95 is fixed
to the lateral wall 2 of the cover 1 and cooperates with the
rotational element 5a equipped with anchoring latches 8 in a
form of teeth in a shape of cones. The lower surface of one of
lateral walls 2 of the cover 1 is equipped with anchoring
projections 10 in a form of paddles and spikes, anchoring in
the second of displaced vertebrae.

In an embodiment of the invention illustrated on FIG. 23
the intervertebral implant for mutual situating of adjacent
vertebrae has got a driving mechanism fixed in the cover 1 in
a shape close to rectangle equipped with two manipulative
holes 3a, 3b, situated in the same lateral wall 2 of the cover 1.
The cover 1 is equipped with one open seat 4, in which are
placed separated from each other three rotational elements
5a, 5b, 5¢ of the driving mechanism of various dimensions.
Axes 6a, 6b, 6¢ of rotational elements 5a, 5b, 5¢ are mounted
for an axial movement in the cover 1 perpendicularly to the
direction of the displacement of vertebrae against each other,
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and on the one end of the axis 6a, 65, 6¢ of each rotational
element 5a, 5b, 5¢, situated from the side of manipulative
holes 3a, 3b a gear 12a, 126, 12¢ is seated. The central
rotational element 54 is equipped with anchoring latches 8 in
aform of paddles of equal dimensions and shapes, situated on
its left side rotational element 5a is equipped with anchoring
latches 8 in a form of teeth of equal dimensions and shapes,
whereas the third rotational element 5¢ is equipped with
anchoring latches 8 in a form of spikes of equal dimensions.
Anchoring latches 8 on each rotational element 5a, 55, 5¢
project over the height of walls 2 of the cover 1 from the side
contacting with one of displaced vertebrae and anchor in this
vertebra. The driving mechanism has got two connecting
elements 7a, 7b, each having a form of a gear. One connecting
element 7a is equipped with a plug 13, whereas the second
connecting element 75 is equipped with a shaped recess 14.
Each connecting element 7a, 75 is situated in the manipula-
tive hole 3a, 35 of the cover between gears 12a, 125, 12¢
seated on selected ends of axis 6a, 65, 6¢ of rotational element
5a, 5b, 5¢ and cooperates with these gears 12a, 125, 12¢ and
the second connecting element 7a, 7. Each connecting ele-
ment 7a, 7b cooperates with not visible on the figure separate
drivingtool. There is a possibility of driving the implant using
one of connecting elements 7a, 7b, depending on the opera-
tional field. The blockade of the rotation of the driving ele-
ment constitutes fixed to the cover 1 latch 95 cooperating with
one rotational element 5¢. The lower surface of one of lateral
walls 2 of the cover 1 is equipped with anchoring projections
10 in a form of two pairs of spikes, anchoring in the second of
displaced vertebrae.

In an embodiment of the invention illustrated on FIG. 24
the intervertebral implant for mutual situating of adjacent
vertebrae has got a driving mechanism fixed in the cover 1 in
a shape close to the rectangle equipped with two manipulative
holes 3a, 35, situated in the same lateral wall 2 of the cover 1.
The cover 1 is equipped with two open seats 4a, 4b separated
with separating wall 11. In one seat 4a are placed separated
from each other two rotational elements 5a, 56 of the driving
mechanism with various dimensions. The central rotational
element 54 is equipped with anchoring latches 8 in a form of
paddles of equal dimensions and shapes, and situated on its
right side rotational element Sa is equipped with anchoring
latches 8 in a form of spikes of equal dimensions. Whereas the
third rotational element 5¢, placed in the second seat 44, is
formed by seated on a common axis 6c three separate parts of
equal dimensions, placed in corresponding to them, separated
by separating walls 11 sections of the seat 45. Anchoring
latches 8 on each separate part of the third rotational element
5chave gota form of paddles of equal shapes and dimensions.
Anchoring latches 8 on each rotational element 5a, 55, 5¢
project over the height of walls 2 of the cover 1 from the side
contacting with one of displaced vertebra and anchor in this
vertebra. Axes 6a, 6b, 6¢ of rotational elements 5a, 55, 5¢ are
mounted for the axial movement in the cover 1 perpendicu-
larly to the direction of displacement of vertebrae according
to each other, and on one end of the axis 6a, 65, 6¢ of each
rotational element 5a, 55, 5¢ situated from the side of manipu-
lative holes 3a, 3b, a gear 12a, 125, 12¢ is seated. The driving
mechanism has got two connecting elements 7a, 7b, each
having a form of a gear. One connecting element 7a is
equipped with a plug 13, whereas the second connecting
element 75 is equipped with a shaped recess 14. Each con-
necting element 7a, 74 is situated in the manipulative hole 3a,
3b of the cover 1 between gears 12a, 125, 12¢ seated on
selected ends of the axis 6a, 65, 6¢ of rotational elements 5a,
5b, 5¢ and cooperates with these gears 12a, 12b, 12¢ and the
second connecting element 7a, 7b. Each connecting element
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7a, 7b cooperates with not visible on the figure separate
driving tool. There is a possibility of driving the implant using
one of connecting elements 7a, 7b, dependent on the opera-
tional field. The blockade of the rotation of the driving ele-
ment is constituted by fixed to the cover 1 latch 95 cooperat-
ing with one rotational element 5a. The lower surface of one
of lateral walls 2 of the cover 1 is equipped with anchoring
projections 10 in a form of two pairs of spikes, anchoring in
the second of displaced vertebrae.

Iustrated on FIG. 25 intervertebral implant for mutual
situating of adjacent vertebrae has got a cover 1 in a shape
close to the rectangle, in which is fixed a driving mechanism.
In a lateral wall 2 of the cover 1a manipulative hole 3 is made.
The cover 1 is equipped with one open seat 4. The driving
mechanism composes placed in the seat 4 and anchoring in
both displaced vertebrae one rotational element 5 with an axis
6 mounted for axial movement in lateral walls 2 of the cover
1 perpendicularly to the direction of the displacement of
vertebrae in the relation to each other, cooperating with a
connecting element 7. The rotational element 5 is equipped
with anchoring latches 8 projecting over the height of lateral
walls 2 of the cover 1, which enables anchoring of the rota-
tional element 5 in both displaced vertebrae. Anchoring
latches 8 have got a form of paddles of equal shapes and
dimensions. The connecting element 7, situated within the
diameter of the manipulative hole 3 of the cover 1, cooperates
with not visible on the figure separate driving tool. The con-
necting element 7 composes one shaped end of the axis 6 of
the rotational element 5. The implant is equipped with two
blockades of the rotation of the driving mechanism. One of
the blockades of the rotation of the driving mechanism has got
a form of a pin 9a situated within the diameter of the manipu-
lative hole 3 of the cover 1 and cooperating with not visible on
this figure recess in the axis 6 of the rotational element 5,
whereas the second blockade of the rotation composes the
latch 95 fixed to the cover 1 at the opposite side than the pin
9a, cooperating with the rotational element 5.

FIG. 26 shows graphically the displacement of vertebrae
V1 and V2 using an intervertebral implant situated between
them, having one rotational element 5 fixed in the cover 1.
Anchoring latches 8 of the rotational element 5 project over
the height of lateral walls 2 of the cover 1 and anchor in both
displaced vertebrae V1 and V2. Vertebrae V1 and V2 are
displaced in the relation to each other, in the opposite direc-
tion, by the movement of anchored in them with anchoring
latches 8 rotational element 5. The movement of vertebrae
takes place also according to the cover 1, which is connected
with none of displaced vertebrae.

On FIG. 27 is graphically illustrated the movement of
vertebra V2 in a coronal plane using an intervertebral implant,
having fixed in the cover 1 one rotational element 5 and one
connecting element 7. Anchoring latches 8 of the rotational
element 5 project over the height of lateral walls 2 ofthe cover
1 and anchor in the vertebra V2 and not visible on the figure
second vertebra. The movement of vertebrae takes place also
in the relation to the cover 1, which is connected with none of
displaced vertebrae.

On FIG. 28 is graphically illustrated the movement of the
vertebra V2 in a sagittal plane using an intervertebral implant,
having fixed in the cover 1 one rotational element 5 and one
connecting element 7. Anchoring latches 8 of the rotational
element 5 project over the height of lateral walls 2 ofthe cover
1 and anchor in the vertebra V2 and not visible on the figure
second vertebra. The movement of vertebrae takes place also
in the relation to the cover 1, which is connected with none of
displaced vertebrae.
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FIG. 29 illustrates two blockades of the rotation—one ina
form of a latch 95 fixed to the cover 1, cooperating with the
rotational element 5 and second in a form of a pin 94 situated
within the diameter of the manipulative hole 3 of the cover 1,
cooperating with the recess 9¢ in the axis 6 of the rotational
element 5.

In an embodiment illustrated on FIG. 30 the cover in a
shape close to the shape of the vertebral body 1 is equipped
with two manipulative holes 3 situated symmetrically in lat-
eral walls 2 of the cover 1. Placed in the seat 4 of the cover 1
one rotational element 5 with an axis 6 mounted for the axial
movement in lateral walls 2 of the cover 1 perpendicularly to
the direction of the displacement of vertebrae in the relation to
each other is equipped with anchoring latches 8 projecting
over the height of lateral walls 2 of the cover 1 and anchoring
in both displaced vertebrae. The rotational element 5 cooper-
ates with two connecting elements 7a, 7b. Each connecting
element 7a, 74 is situated within the diameter of one manipu-
lative hole 3 of the cover 1 and cooperates with not visible on
the figure separate driving tool. Each connecting element 7a,
7b composes a shaped end of the axis 6 of the rotational
element 5, whereas one connecting element 76 has got a form
of a shaped element with a hexagonal cross section. Such
constructional variant enables driving of the driving element
5 using one of connecting elements 7a, 76 or both simulta-
neously, depending on the operational field. The implant is
equipped with two blockades of the rotation of the driving
mechanism. One of blockades ofthe rotation has got a form of
apin 9a situated within the diameter of the manipulative hole
3 of'the cover 1 and cooperating with not visible on this figure
recess in the axis 6 of the rotational element 5, whereas the
second blockade composes the latch 94 fixed to the cover 1 at
the opposite side than the pin 9a, cooperating with the rota-
tional element 5.

In an embodiment of the invention illustrated on FIG. 31
the cover 1 has got a form of a frame of irregular shape
provided with one manipulative hole 3. The cover 1 is
equipped with two open seats 4a, 4b, in which are placed two
rotational elements 5a, 56 of the driving mechanism with
various dimensions, separated from each other by a fragment
of the cover, provided with anchoring latches 8 projecting
over the height of lateral walls 2 of the cover 1 and anchoring
in both displaced vertebrae. The axis 6 of each rotational
element 5a, 55 is mounted for the axial movement in the cover
1 perpendicularly to the direction of the displacement of
vertebrae according to each other. One rotational element 5a
cooperates with the connecting element 7 and is equipped
with anchoring latches 8 in a form of spikes with equal dimen-
sions. Whereas the second rotational element 54 is equipped
with anchoring latches 8 in a form of teeth with a shape close
to rectangles of equal dimensions. The connecting element 7
is situated within the diameter of the manipulative hole 3 of
the cover 1 and composes a shaped end of the axis 6 of one of
rotational elements 5a. The connecting element 7 cooperates
with not visible on the figure separate driving tool. The block-
ade of the rotation of the driving mechanism has got a form of
paddles 94 situated on the lateral surface of the rotational
element 5a, cooperating with one latch 95 fixed to the lateral
wall 2 of the cover 1.

In an embodiment of the invention illustrated on FIG. 32 an
intervertebral implant for mutual situating of adjacent verte-
brae has got a driving mechanism fixed in the cover 1 with a
cross section close to oval, equipped with two manipulative
holes 3a, 35, situated in the same lateral wall 2 of the cover 1.
The cover 1 is equipped with two separated from each other
with a separating wall 11 open seats 4a, 4b, in which are
placed two rotational elements 5a, 55 of a driving mechanism
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with equal dimensions and shapes, equipped with anchoring
latches projecting over the height of lateral walls 2 of the
cover 1 and anchoring in both displaced vertebrae. Anchoring
latches 8 of each rotational element 5a, 55 have got a form of
spikes with equal dimensions and shapes. In each manipula-
tive hole 3a, 35 is situated one connecting element 7a, 75
composing one end of the axis 6 of each rotational element
5a, 5b, with various length. Each connecting element 7a, 7b
cooperates with not visible on the figure separate driving tool.
Such constructional variant enables driving of rotational ele-
ments 5a, 55 using only one of connecting elements 7a, 76 or
two simultaneously, dependent on the operational field. The
blockade of the rotation of the driving mechanism has got a
form of a latch 95 fixed to the lateral wall 2 of the cover 1,
cooperating with one rotational element 5a.

In an embodiment of the invention illustrated on FIG. 33
the cover 1 in a shape close to the rectangle is equipped with
one manipulative hole 3 and one open seat 4, in which are
placed separated from each other two rotational elements Sa,
5b of the driving mechanism. Rotational elements 5a, 56 have
got various dimensions and are equipped with anchoring
latches 8 projecting over the height of lateral walls 2 of the
cover 1, anchoring in both displaced vertebrae. One rotational
element 5a is equipped with anchoring latches 8 in a form of
paddles of equal dimensions and shapes, whereas the second
rotational element 54 is equipped with anchoring latches 8 in
a form of spikes of equal dimensions and shapes, situated on
a part of the external surface of'this rotational element 54. The
axis 6 of the second rotational element 56 composes its sepa-
rable part, and on its end, situated from the side of the manipu-
lative hole 3, is seated a gear 12 fixed in the cover 1. The
driving mechanism has got one connecting element 7 situated
in the manipulative hole 3 of the cover 1, having a form of a
gear cooperating with the gear 12 seated on selected end of
the axis 6 of one rotational element 54. The connecting ele-
ment 7 is equipped with a plug 13. The blockade of the
rotation of the driving mechanism has got a form of a latch 95
fixed to the lateral wall 2 of the cover 1 cooperating with one
rotational element Sa.

In an embodiment of the invention illustrated on FIG. 34
the cover 1 is equipped with one manipulative hole 3 and one
open seat 4 divided on three section separated with separating
walls 11. Each of two rotational elements 5a, 56 is made of
seated on a common axis 6a, 65 three separate parts of equal
dimensions, placed in corresponding to them, separated with
separating walls 11 sections of the seat 4. Each separate part
of'each rotational element 5a, 55 is equipped with latches 8 in
a form of teeth and spikes of various shapes and dimensions.
Anchoring latches 8 project over the height of lateral walls 2
of'the cover 1 and anchor in both displaced vertebrae. On one
end of the axis 6a, 6b of each rotational element 5a, 5b,
situated from the side of the manipulative hole 3, a gear 12,
125 is seated, fixed in the cover 1. The connecting element 7
is situated in the manipulative hole 3 of the cover 1 and
cooperates with not visible on the figure separate driving tool.
The connecting element 7 has got a form of a gear equipped
with a recess 14, cooperating with gears 12a, 125 composing
selected ends of the axis 6a, 65 of each rotational element 5a,
5b, seated on its both sides. The blockade ofthe rotation of the
driving mechanism has got a form of one latch 95 fixed to the
lateral wall 2 of the cover 1, cooperating with one rotational
element Sa.

In an embodiment of the invention illustrated on FIG. 35
each of two rotational elements 5a, 55 is made of seated on a
common axis 6a, 6b three separate parts of various dimen-
sions, placed in corresponding to them, separated with sepa-
rating walls 11 sections of the seat 4, and each separate part of
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each rotational element 5a, 55 is equipped with anchoring
latches 8 in a form of paddles of equal dimensions. Anchoring
latches project over the height of lateral walls 2 of the cover 1
and anchor in both displaced vertebrae. On one end of the axis
6a, 6b of each rotational element 5a, 55, situated from the side
of the manipulative hole 3, a gear 124, 125 is seated, fixed in
the cover 1. The connecting element 7 is situated in the
manipulative hole 3 of the cover 1 and cooperates with not
visible on the figure separate driving tool. The connecting
element 7 has got a form of a gear cooperating with gears 12a,
126 composing selected ends of the axis 6a, 65 of each
rotational element 5a, 55, seated on its both sides and is
equipped with a plug 13. The blockade of the rotation of the
driving mechanism has got a form of one latch 95 fixed to the
lateral wall 2 of the cover 1, cooperating with one rotational
element Sa.

Tlustrated on FIG. 36 rotational element 5 is equipped with
anchoring latches 8 in a form of spikes of equal dimensions
and shapes. The shaped axis 6 of the rotational element 5
composes its separable part, and the greatest dimension A of
the cross section of the axis 6 is bigger than the transverse
dimension B of the hole 15 of the rotational element 5.

In an embodiment of the invention illustrated on FIG. 37
the cover 1 is equipped with two manipulating holes 3a, 36
situated in the same lateral wall 2 of the cover 1 and one open
seat 4 divided on three sections. In the seat 4 are placed two
rotational elements 5a, 5b separated from each other. Each
rotational element 5a, 5b is made of seated on a common axis
6a, 6b three separate parts of various dimensions, placed in
corresponding to them, separated with separating walls 1
sections of the seat 4. Separate parts of each rotational ele-
ment 5a, 5b are equipped with anchoring latches 8 of various
dimensions and in shapes of the paddles, spikes and teeth.
Anchoring latches 8 of rotational elements 5a, 54 project over
the height of lateral walls 2 of the cover 1 and anchor in both
displaced vertebrae. The implant is equipped with two con-
necting elements 7a, 7b. Each connecting element 7a, 76
composes one shaped end of the axis 6a, 65 of each rotational
element 5a, 55, situated in one manipulative hole 3a, 36 of the
cover 1. The implant is equipped with three blockades of the
rotation of the driving mechanism. Each of two blockades of
the rotation has got a form of a pin 9a situated within the
diameter of selected manipulative hole 3a, 35 of the cover 1,
cooperating with not visible on the figure recess in the axis 6a,
65 of selected rotational element 5a, 554. The third blockade of
the rotation has got a form of one latch 94 fixed to the cover 1
and cooperating with one rotational element 5a.

There is a possibility of driving the rotational elements Sa,
5b using one of connecting elements 7a, 75 or two connecting
elements 7a, 75 simultaneously, dependent on the operational
field.

OnFIG. 38-43 are illustrated various embodiments of rota-
tional elements 5 with anchoring latches 8 and various holes
15.

Tlustrated on FIG. 38 rotational element 5 is equipped with
ashapedhole 15 and anchoring latches 8 in a form of teeth and
spikes of equal dimensions.

Tlustrated on FIG. 39 rotational element 5 is equipped with
ashapedhole 15 and anchoring latches 8 in a form of teeth and
paddles of various dimensions and shapes.

Tlustrated on FIG. 40 rotational element 5 is equipped with
a shaped hole 15 and anchoring latches 8 in a form of latches
of equal shapes and dimensions. The lateral surface of the
rotational element 5 is equipped with teeth 9e, composing the
element of the blockade of the rotation of the driving mecha-
nism.
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Tustrated on FIG. 41 rotational element 5 is equipped with
a circular hole 15 and anchoring latches 8 in a form of spikes
of equal dimensions, made on a part of the surface of the
rotational element 5.

Tustrated on FIG. 42 rotational element 5 is equipped with
acircularhole 15 and anchoring latches 8 in a form of paddles
of various dimensions. The lateral surface of the rotational
element 5 is provided with paddles 9d, composing the ele-
ment of the blockade of the rotation of the driving mecha-
nism.

Iustrated on FIG. 43 rotational element has got a conical
shape and is equipped with a shaped hole 15 and anchoring
latches 8 in a form of teeth of equal shapes and various
dimensions.

Tustrated on FIG. 44 rotational element 5 is equipped with
anchoring latches 8 in a form of paddles of equal shapes and
dimensions. The axis 6 of the rotational element 5 has got a
circular cross section and composes its inseparable part.

Tustrated on FIG. 45 rotational element 5 is equipped with
anchoring latches 8 in a form of teeth of equal shapes and
dimensions. The shaped axis 6 is fixed separable in the rota-
tional element 5. In the axis 6 of the rotational element 5 a
recess 9c is made.

In an embodiment of the invention illustrated on FIG. 46
the cover 1 has got a form of a frame of irregular shape,
provided with two manipulative holes 3a, 35 situated in the
same lateral wall 2 of the cover 1. The cover 1 is equipped
with two open seats 4a, 4b, in which are placed separated
from each other with a fragment of the cover 1 two rotational
elements 5a, 56 of the driving mechanism of various dimen-
sions, cooperating with two connecting elements 7a, 7b. Each
rotational element 5a, 5b cooperates with one connecting
element 7a, 7b. One rotational element Sa is equipped with
anchoring latches 8 in a form of spikes of various dimensions,
whereas the second rotational element 55 has got a form close
to the cone narrowing towards the connecting element 76 and
is equipped with anchoring latches 8 in a form of teeth in a
shape close to rectangles of various dimensions. Anchoring
latches on each rotational element 5a, 56 project over the
height of lateral walls 2 of the cover 1 and anchor in both
displaced vertebrae. Each connecting element 7a, 76 is situ-
ated within the diameter of the manipulative hole 3a, 36 of the
cover 1 and cooperates with not visible on the figure separate
driving tool. Each connecting element 7a, 76 composes one
shaped end of the axis 6a, 65 of each rotational element 5a,
5b. There is a possibility of driving the implant using one of
connecting elements 7a, 7b, depending on the operational
field. The blockade of the rotation has got a form of holes 9f°
made on the lateral surface of one rotational element 5a,
cooperating with the latch 95. The latch 95 is fixed to the
lateral wall 2 of the cover 1 and cooperates with the rotational
element 5a equipped with anchoring latches 8 in a form of
teeth in a shape of cones.

In an embodiment of the invention illustrated on FIG. 47
the intervertebral implant for mutual situating adjacent ver-
tebrae has got a driving mechanism fixed in the cover 1 in a
shape close to the rectangle, provided with two manipulative
holes 3a, 3b, situated in the same lateral wall 2 of the cover 1.
The cover 1 is equipped with one open seat 4, in which are
placed separated from each other three rotational elements
5a, 5b, 5¢ of the driving mechanism of various dimensions.
Axes 6a, 6b and 6¢ of rotational elements 5a, 5b, 5¢ are
mounted for an axial movement in the cover 1 perpendicu-
larly to the direction of displacement of vertebrae in the
relation to each other, and on one end of the axis 6a, 6b, 6¢ of
each rotational element 5a, 5b, 5¢, situated from the side of
manipulative holes 3a, 35, is seated a gear 12qa, 125, 12¢.
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Central rotational element 55 is equipped with anchoring
latches 8 in a form of paddles of equal dimensions and shapes,
located on its left side rotational element 54 is equipped with
anchoring latches 8 in a form of teeth of equal dimensions and
shapes, whereas the third rotational element Sc¢ is equipped
with anchoring latches 8 in a form of spikes of equal dimen-
sions. Anchoring latches 8 on each rotational element 5a, 55,
5¢ project over the height of lateral walls 2 of the cover 1 and
anchor in both displaced vertebrae. The driving mechanism
has gottwo connecting elements 7a, 75, each having a form of
a gear. One connecting element 7a is equipped with a plug 13,
whereas the second connecting element 75 is equipped with a
shaped recess 14. Each connecting element 7a, 75 is situated
in the manipulative hole 3a, 36 of the cover 1 between gears
12a, 12b, 12¢ seated on selected ends of axes 6a, 6b, 6¢ of
rotational element 5a, 55, 5¢ and cooperates with these gears
12a,12b,12¢ and the second connecting element 7a, 7b. Each
connecting element 7a, 75 cooperates with not visible on the
figure separate driving element. There is a possibility of driv-
ing the implant using one of connecting elements 7a, 75,
dependent on operational field. The blockade of the rotation
of the driving mechanism composes fixed to the cover latch
95 cooperating with one rotational element 5c.

In an embodiment of the invention illustrated on FIG. 48
the intervertebral implant for mutual situating of adjacent
vertebrae has got a driving mechanism fixed in the cover 1 in
a shape close to the rectangle provided with two manipulative
holes 3a, 35, situated in the same lateral wall 2 of the cover 1.
The cover 1 is equipped with two open seats 4a, 4b separated
with separating wall 11. In one seat 4a are placed separated
from each other two rotational elements 5a, 56 of the driving
mechanism of various dimensions. The central rotational ele-
ment 54 is equipped with anchoring latches of equal dimen-
sions and shapes, and located on its right side rotational
element 5a is equipped with anchoring latches 8 in a form of
spikes of equal dimensions. Whereas the third rotational ele-
ment 5¢, placed in the second seat 45, is made of seated on a
common axis 6¢ three separate parts of equal dimensions,
placed in corresponding to them, separated with separating
walls 11 sections of the seat 45. Anchoring latches 8 on each
separate part ofthe third rotational element 5¢ have got a form
of'paddles of equal dimensions and shapes. Anchoring latches
8 on each rotational element 5a, 54, 5¢ project over the height
of lateral walls 2 of the cover 1 and anchor in both displaced
vertebrae. Axes 6a, 6b, 6¢ of rotational elements 5a, 55, 5¢ are
mounted for an axial movement in the cover 1 perpendicu-
larly to the direction of displacement of vertebrae in the
relation to each other, and on one end of the axis 6a, 6b, 6¢ of
each rotational element 5a, 5b, 5¢, situated from the side of
manipulative holes 3a, 3b, a gear 12a, 125, 12c¢ is seated. The
driving mechanism has got two connecting elements 7a, 75,
each having a form of a gear. One connecting element 74 is
equipped with a plug 12, whereas the second connecting
element 75 is equipped with a shaped recess 14. Each con-
necting element 7a, 74 is situated in the manipulative hole 3a,
3b of the cover 1 between gears 12a, 125, 12¢ seated on
selected ends of axes 6a, 65, 6¢ of rotational elements 5a, 55,
5¢ and cooperates with these gears 12a, 125, 12¢ and the
second connecting element 7a, 7b. Each connecting element
7a, 7b cooperates with not visible on the figure separate
drivingtool. There is a possibility of driving the implant using
one of connecting elements 7a, 7b, dependent on the opera-
tional field. The blockade of the rotation of the driving mecha-
nism composes fixed to the cover 1 latch 95 cooperating with
one rotational element 5a.
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The invention may, in particular, be realized according to
the following clauses:
1. Intervertebral implant for mutual situating of adjacent ver-
tebrae containing a driving mechanism fixed in a cover pro-
vided with at least one manipulative hole, where
the cover (1) is provided with at least one open seat (4) and the
driving mechanism comprises located in the seat (4) and
anchoring in one of displaced vertebrae at least one rotational
element (5) with an axis (6) mounted for an axial movement
in lateral cover’s (1) walls (2) in a perpendicular manner to the
direction of mutual displacement of vertebrae, equipped with
anchoring latches (8) projecting over the height of the cover’s
(1) wall (2), cooperating with at least one connecting element
(7) situated within the diameter of the selected manipulative
hole (3) of the cover (1), whereby the cover (1) is equipped
with at least one anchoring projection (10) anchoring in the
second displaced vertebra, and the implant is provided with at
least one blockade of the rotation of the driving mechanism.
2. Intervertebral implant according to clause 1 is character-
ized in that rotational elements (5a, 56, 5¢) are separated from
each other.
3. Intervertebral implant according to clause 1 or 2 is charac-
terized in that rotational elements (5a, 55, 5¢) of the driving
mechanism have various dimensions.
4. Intervertebral implant according to clauses 1-3 is charac-
terized in that anchoring latches (8) situated in the rotational
element (5) have various dimensions.
5. Intervertebral implant according to clauses 1-4 is charac-
terized in that anchoring latches (8) situated on the rotational
element (5) have various shapes.
6. Intervertebral implant according to clauses 1-3 is charac-
terized in that the rotational element (5) is formed of seated on
a common axis (6) separate parts situated in corresponding to
them, separated with at least one separating wall (11), sec-
tions of the seat (4).
7. Intervertebral implant according to clause 6 is character-
ized in that separate parts of the rotational element (5) have
various dimensions.
8. Intervertebral implant according to clause 6 or 7 is charac-
terized in that anchoring latches (8) situated on a separate part
of the anchoring element (5) have various dimensions.
9. Intervertebral implant according to clauses 6-8 is charac-
terized in that anchoring latches (8) situated on a separate part
of the rotational element (5) have various shapes.
10. Intervertebral implant according to clauses 1-9 is charac-
terized in that the axis (6) of the rotational element (5) has got
a circular cross-section.
11. Intervertebral implant according to clauses 1-9 is charac-
terized in that the axis (6) of the rotational element (5) has got
a shaped cross-section.
12. Intervertebral implant according to clause 11 is charac-
terized in that the axis (6) of the rotational element (5) con-
stitutes its separable part.
13. Intervertebral implant according to clause 12 is charac-
terized in that the greatest dimension A of the cross-section of
the axis (6) is greater than the transverse dimension B of the
hole (15) of the rotational element (5).
14. Intervertebral implant according clause 10-13 is charac-
terized in that at least one end of the axis (6) of at least one
rotational element (5) has got a form of a shaped element.
15. Intervertebral implant according to clauses 1-15 is char-
acterized in that on at least one end of the axis (6) of at least
one rotational element (5) at least one gear (12) is seated.
16. Intervertebral implant according to clauses 1-15 is char-
acterized in that connecting element (7) cooperates with a
separate driving tool.
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17. Intervertebral implant according to clause 15 or 16 is
characterized in that the connecting element (7) has got the
form of a gear cooperating with the gear (12) seated on the
selected end of the axis (6) of at least one rotational element
(3.

18. Intervertebral implant according to clause 16 or 17 is
characterized in that connecting element (7) constitutes at
least one end of the axis (6) of at least one rotational element
(3.

19. Intervertebral implant according to clauses 16-18 is char-
acterized in that connecting element (7) is equipped with the
plug (13).

20. Intervertebral implant according to clauses 1-19 is char-
acterized in that anchoring projections (10) have various
dimensions.

21. Intervertebral implant according to clauses 1-19 is char-
acterized in that anchoring projections (10) have various
shapes.

22. Intervertebral implant according to clauses 1-21 is char-
acterized in that the blockade of'the rotation has got a form of
a pin (9a) situated inside the diameter of the cover’s (1)
manipulative hole (3) and cooperating with the recess (9¢) in
the axis (6) of the rotational element (5).

23. Intervertebral implant according to clauses 1-21 is char-
acterized in that the blockade of the rotation of the driving
mechanism has got a form of at least one latch (95) fixed to the
cover (1) and cooperating with at least one rotational element
(3.

24. Intervertebral implant according to clause 23 is charac-
terized in that the blockade of the rotation has got a form of
paddles (9d) situated on a lateral surface of the rotational
element (5) cooperating with at least one latch (95).

25. Intervertebral implant according to clause 23 is charac-
terized in that the blockade of the rotation has got a form of
teeth (9e) situated on a lateral surface of the rotational ele-
ment (5) cooperating with at least one latch (95).

26. Intervertebral implant according to clause 23 is charac-
terized in that the blockade of the rotation has got a form of
holes (90 performed on a lateral surface of the rotational
element (5) cooperating with at least one latch (95).

27. Intervertebral implant for mutual situating of adjacent
vertebrae containing a driving mechanism fixed in a cover
provided with at least one manipulative hole, where

the cover (1) is provided with at least one open seat (4) and the
driving mechanism comprises located in the seat (4) and
anchoring in both displaced vertebrae at least one rotational
element (5) with an axis (6) mounted for an axial movement
in lateral cover’s (1) walls (2) in a perpendicular manner to the
direction of mutual displacement of vertebrae, equipped with
anchoring latches (8) projecting over the height of the cover’s
(1) lateral walls (2), cooperating with at least one connecting
element (7) situated inside the diameter of the selected
manipulative hole (3) of the cover (1), whereby the implant is
provided with at least one blockade of the rotation of the
driving mechanism.

28. Intervertebral implant according to clause 27 is charac-
terized in that rotational elements (5a, 56, 5¢) are separated
from each other.

29. Intervertebral implant according to clause 27 or 28 is
characterized in that rotational elements (5a, 5b, 5¢) of the
driving mechanism have various dimensions.

30. Intervertebral implant according to clauses 27-29 is char-
acterized in that anchoring latches (8) situated on the rota-
tional element (5) have various dimensions.

31. Intervertebral implant according to clauses 27-30 is char-
acterized in that anchoring latches (8) situated on the rota-
tional element (5) have various shapes.
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32. Intervertebral implant according to clauses 27-29 is char-
acterized in that the rotational element (5) is formed on seated
ona common axis (6) separate parts located in corresponding
to them separate parts separated with at least one separating
wall (11), sections of the seat (4).

33. Intervertebral implant according to clause 32 is charac-
terized in that the separate parts of the rotational element (5)
have various dimensions.

34. Intervertebral implant according to clause 32 or 33 is
characterized in that anchoring latches (8) situated on the
separate part of the rotational element (5) have various dimen-
sions.

35. Intervertebral implant according to clauses 32-34 is char-
acterized in that anchoring latches (8) situated on the separate
part of the rotational element (5) have various shapes.

36. Intervertebral implant according to clauses 27-35 is char-
acterized in that the axis (6) of the rotational element (5) have
a circular cross-section.

37. Intervertebral implant according to clauses 27-35 is char-
acterized in that the axis (6) of the rotational element (5) have
a shaped cross-section.

38. Intervertebral implant according to clause 37 is charac-
terized in that the axis (6) of the rotational element (5) con-
stitutes its separable part.

39. Intervertebral implant according to clause 38 is charac-
terized in that the greatest dimension A of the cross-section of
the axis (6) is greater than the transverse dimension B of the
hole (15) of the rotational element (5).

40. Intervertebral implant according clauses 36-39 is charac-
terized in that at least one end of the axis (6) of at least one
rotational element (5) has got a form of a shaped element.
41. Intervertebral implant according to clauses 36-40 is char-
acterized in that on at least one end of the axis (6) of at least
one rotational element (5) at least one gear (12) is seated.
42. Intervertebral implant according to clauses 27-41 is char-
acterized in that the connecting element (7) cooperates with a
separate driving tool.

43. Intervertebral implant according to clause 41 or 42 is
characterized in that the connecting element (7) has got the
form of a gear cooperating with the gear (12) seated on the
selected end of the axis (6) of at least one rotational element
3.

44. Intervertebral implant according to clause 42 or 43 is
characterized in that the connecting element (7) constitutes at
least one end of the axis (6) of at least one rotational element
3.

45. Intervertebral implant according to clauses 42-44 is char-
acterized in that the connecting element (7) is equipped with
the plug (13).

46. Intervertebral implant according to clauses 27-45 is char-
acterized in that the blockade of the rotation has got a form of
a pin (9a) situated inside the diameter of the cover’s (1)
manipulative hole (3) and cooperating with the recess (9¢) in
the axis (6) of the rotational element (5).

47. Intervertebral implant according to clauses 27-45 is char-
acterized in that the blockade of the rotation of the driving
mechanism has got a form of at least one latch (95) fixed to the
cover (1) and cooperating with at least one rotational element
3.

48. Intervertebral implant according to clause 47 is charac-
terized in that the blockade of the rotation has got a form of
paddles (9d) situated on a lateral surface of the rotational
element (5) cooperating with at least one latch (95).

49. Intervertebral implant according to clause 47 is charac-
terized in that the blockade of the rotation has got a form of
teeth (9e) situated on a lateral surface of the rotational ele-
ment (5) cooperating with at least one latch (95).
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50. Intervertebral implant according to clause 47 is charac-
terized in that the blockade of the rotation has got a form of
holes (9f) performed on a lateral surface of the rotational
element (5) cooperating with at least one latch (95).

The invention claimed is:
1. Intervertebral implant for mutual situating of adjacent
vertebrae, said intervertebral implant comprising:

acover;

a driving mechanism fixed in the cover,

said cover being provided with a cover wall that presents a
manipulative hole,

said cover being further provided with an open seat,

said driving mechanism including a rotational element
with an axis, said rotational element being located in the
seat and continuously rotatable about the axis,

said rotational element being equipped with anchoring
latches or groups of anchoring latches that project in an
engagement direction over a height of the cover wall to
provide exposed latches that engage at least one of the
vertebrae, where the anchoring latches or the groups of
anchoring latches extend parallel to the axis of the rota-
tional element,

said rotational element cooperating with a connecting ele-
ment situated within the manipulative hole of the cover
wall; and

a blockade simultaneously permitting continuous rotation
of the driving mechanism in a first direction and oper-
able to selectively bock rotation thereof in a second
direction,

said exposed latches moving along a common direction
relative to the cover when the rotational element is con-
tinuously rotated so that the implant moves the vertebrae
horizontally relative to each other.

2. The intervertebral implant as claimed in claim 1,

said cover being equipped with at least one anchoring
projection projecting over the cover wall in a direction
opposite to the engagement direction in which the
anchoring latches or groups of anchoring latches of the
rotational element project over the cover wall, with the
exposed latches operable to engage one of the vertebrae
and the at least one anchoring projection operable to
engage the other one of the vertebrae.

3. The intervertebral implant as claimed in claim 1,

said anchoring latches or groups of anchoring latches of the
rotational element projecting over the cover wall in two
directions opposite to each other.

4. The intervertebral implant as claimed in claim 1,

said driving mechanism including a plurality of rotational
elements that include the first-mentioned rotational ele-
ment, with the plurality of rotational elements being
separated from each other.

5. The intervertebral implant as claimed in claim 1,

said driving mechanism comprising a plurality of rota-
tional elements including the first-mentioned rotational
element, with the plurality of rotational elements having
various dimensions.

6. The intervertebral implant as claimed in claim 1,

said anchoring latches situated in the rotational element
having various dimensions.

7. The intervertebral implant as claimed in claim 1,

said anchoring latches situated on the rotational element
having various shapes.

8. The intervertebral implant as claimed in claim 1,

said rotational element being formed of separate parts
seated on a common axis and separated by at least one
separating wall.
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9. The intervertebral implant as claimed in claim 8,

said separate parts of the rotational element having various
dimensions.

10. The intervertebral implant as claimed in claim 8,

said anchoring latches situated on one of the separate parts
of the rotational element having various dimensions.

11. The intervertebral implant as claimed in claim 8,

said anchoring latches situated on one of the separate parts
of the rotational element having various shapes.

12. The intervertebral implant as claimed in claim 1,

said axis of the rotational element presenting a circular
cross-section.

13. The intervertebral implant as claimed in claim 1,

said axis of the rotational element presenting a shaped
cross-section.

14. The intervertebral implant as claimed in claim 13,

said axis of the rotational element constitutes a separable
part.

15. The intervertebral implant as claimed in claim 14,

said shaped cross-section of the axis defining a greatest
dimension and said rotational element presenting a hole
that defines a transverse dimension, with the greatest
dimension of the axis being greater than the transverse
dimension of the hole of the rotational element.

16. The intervertebral implant as claimed in claim 1,

atleast one end of said axis of the rotational element having
a form of a shaped element.

17. The intervertebral implant as claimed in claim 1; and

at least one gear being seated on at least one end of the axis
of the rotational element.

18. The intervertebral implant as claimed in claim 17,

said connecting element configured to cooperate with a
separate driving tool.

19. The intervertebral implant as claimed in claim 17,

said connecting element having the form of a gear that
cooperates with the at least one gear seated on the at least
one end of the axis of the rotational element.

20. The intervertebral implant as claimed in claim 19,

said connecting element defining at least one end of the
axis of the rotational element.

21. The intervertebral implant as claimed in claim 20,

said connecting element including a plug.

22. The intervertebral implant as claimed in claim 1,

said cover including anchoring projections that present
various dimensions.

23. The intervertebral implant as claimed in claim 1,

said cover including anchoring projections that present
various shapes.

24. The intervertebral implant as claimed in claim 1,

said blockade having a form of a pin situated inside the
manipulative hole,

said axis of the rotational element presenting a recess, with
the pin cooperating with the recess in the axis of the
rotational element.

25. The intervertebral implant as claimed in claim 1,

said blockade having a form of at least one latch fixed to the
cover and cooperating with the rotational element.

26. The intervertebral implant as claimed in claim 25,

said blockade having a form of paddles situated on a lateral
surface of the rotational element, with the paddles coop-
erating with the at least one latch.

27. The intervertebral implant as claimed in claim 25,

said blockade having a form of teeth situated on a lateral
surface of the rotational element, with the teeth cooper-
ating with the at least one latch.
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28. The intervertebral implant as claimed in claim 25,

said blockade having a form of holes defined on a lateral
surface of the rotational element, with the holes cooper-
ating with the at least one latch.

#* #* #* #* #*



